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LEARN MORE

Coldworking with Loose Grit
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Helpful Resources
•	 What to Expect from Bullseye Glass
•	 Bullseye Annealing Chart for Thick Slabs
•	 Glass Cleaning Basics
•	 Kilnforming Project Notes
•	 Tips for Using Slumping Molds

Featured Products
•	 Light Sky Blue Transparent (001414-0030)
•	 Black Opalescent (000100-0030)
•	 Slumping Mold (008924) 
•	 Toyo Self-Oiling Cutter (007010)
•	 Float Glass

Coldworking Grits
•	 Silicon Carbide, 80 Grit (007241)
•	 Silicon Carbide, 120 Grit (007248)
•	 Silicon Carbide, 220 Grit (007242)
•	 Silicon Carbide, 400 Grit (007243)
•	 Silicon Carbide, 800 Grit (007244)

Suggested Firing Schedule

Slump Firing

SEG RATE TEMP HOLD

1 300°F (167°C) 1180°F (638°C) 0:10

2 AFAP* 900°F (482°C) 1:00

3 100°F (56°C) 700°F (371°C) 0:00

4 AFAP* 70°F (21°C) 0:00

*As fast as possible

https://www.bullseyeglass.com/what-to-expect-from-bullseye-glass/
https://www.bullseyeglass.com/annealing-thick-slabs/
https://www.bullseyeglass.com/glass-cleaning-basics/
https://www.bullseyeglass.com/kilnforming-project-notes/
https://www.bullseyeglass.com/mold-tips-using-bullseye-slumping-molds/
https://shop.bullseyeglass.com/products/light-sky-blue-transparent-double-rolled-3-mm-fusible
https://shop.bullseyeglass.com/products/black-opalescent-double-rolled-3-mm-fusible
https://shop.bullseyeglass.com/products/rectangular-slumper-12-625-x-7-625-in-321-x-194-mm
https://shop.bullseyeglass.com/products/toyo-self-oiling-cutter
https://shop.bullseyeglass.com/products/silicon-carbide-80-grit
https://shop.bullseyeglass.com/products/silicon-carbide-120-grit-1-lb
https://shop.bullseyeglass.com/products/silicon-carbide-220-grit
https://shop.bullseyeglass.com/products/silicon-carbide-400-grit
https://shop.bullseyeglass.com/products/silicon-carbide-800-grit

